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MOBILE SLAUGHTER AND 
COOLING UNITS
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Mobileslaughterunitsare great solutionsfor peoplehavingdifficultiesin findingmodern
and appropriate slaughter facilities for slaughter servicesclose by. Our solution
approachsupportsthe local farmersto handletheir livestockwithoutadditional transfer
and slaughtercosts. Themobileunitsare configuredto satisfycattle,sheep,goat, poultry
and pig processing- from start to finishand storethe final productsin mobilechilling
roomsto keepthemeatfreshin an uninterruptedcoldchain.

Thetrailer modelis for the target group that wantsto usethe unitat different locations
frequentlyand intendsto generateincomefromtheoffered slaughterservice.

Themodularand containerizedmodel is for the target group that can either usethe
mobileunitwith frequentchangeof locationor wantsto haveit installedfor permanent
useat one locationwith the focusof generatingincomeby the meat and by-products
derivingfromtheslaughterprocess

Regularshippingcontainersare usedfor shipment. Theseunitsare designedto be quickly
installedand connectedto on-sitewater and power supply. Theunitsare madefrom PU
sandwichpanelswith steelsupportingstructure,CTPor of a regular containermaterial;
thereforeeithershipmentispossible: dismantledor assembled. While dismantledsystems
are advantageous at overseas transportation, the assembled system is more
advantageousduringhighwaytransportation. Dismantledsystemscanbe easilyinstalled
withdetailedassemblymanualguides.

Mobile unit solutionsare cost-effective for the user and the animal is treated in a
humanelymanner. Theanimalremainsin its familiar environment,it is neitherinjurednot
stressedbefore the slaughteract happens. Theversatileunit is operated at maximum
flexibility as theunitcanbe operateduponownpreferenceðno matterat what timeor
location.

Cantekprovidesmobile unit solutionsfor severalpurposes: the slaughterprocess,the
meatdeboningand packaging,the offal cleaning,the chilling,coolingor blast freezing
of final productsof any shape.

Theunitsare designedto work as self-containedand self-sufficientsystems,but canbe
combinedto completeplantcombinationsto meetrequirementsuponcustomdemand.
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×ôPlug-n-playõ

×Theunitiscombinedwitha trailer chassisthat justneedsto be connectedto a truck/carrierfor

transportation.

×A self-containedslaughterunitfor cattlewitha slaughtercapacityup to 5 per hour.

×No constructionfromgroundðself-sufficiencyby an integratedtechnicalequipmentroom.

×Suitablefor daily useat any location,i.e. thebackyardof a farm.

×Cattlewithmax. 700 kgsof liveweightcanbe slaughteredproperly.

×Preventionof contaminationand food safetyrisksin a safeenvironmentby complyingto explicit

sanitarystandards.

MOBILE CATTLE SLAUGHTER UNIT-ON WHEELS
M-SH-CATTLE-OW40
TYPE: TRAILER



UnitEquipment

×Trailer Chassis

×Double Deck slaughter Construction

×CTP Panel Covering

×Floor Covering and Drainage (SS) 

×Stunning Box (SS)

×Bleeding Area & Processing Area Tube rail 

systems (SS)

×Bleeding, Head taking, Transferring, Carcass 

Lowering Cranes

×Tube Rail Bleeding Hooks (SS)

×Tube Rail Processing Hooks (SS)

×Hydraulic Leg opening and Transferring 

Platform (SS)

×Hydraulic De-Hiding Machine (SS)

×Hydraulic Tripe and Carcass Splitting Platform 

(SS)

×Overhead Carcass Weighting (SS)

×Head Chute & Tripe Chute (SS)

×Washbasin & Knife Sterilizers (SS)

×LED Lighting

×Generator 

×Blood Collection Tank (SS)

×Waste Water Collection Tank (SS)

×Clean Water Storage Tank (SS)

×Water Heater

×Fully installed piping (SS)

×Fully installed electrical cabling

×Cleaning System (Combination Unit ðWater, 

Chemicals, Disinfectant)

×Hydraulic Control System for Constructions and 

equipment

×Electrical Control Panel with PLC control

Optional:

×EFALegCuttingShare

×EFACarcassSplittingSaw

×EFABreastboneSaw

×EFAQuarteringSaw

×EFAStunner
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×Dimensions: W:2550, L:13600, H:5300 mm(H:3800

mmwhenclosed)

×InstalledPower: 36 Kw

×Electricity: 380/ 400 V,50 Hz

×CleanWater Inlet: DN20

×WasteWater outlet: DN50

×BloodOutlet: DN20

Technical Data

(SS:AISI 304 Stainless Steel) 

MOBILECATTLE SLAUGHTER UNIT-ON WHEELS
M-SH-CATTLE-OW40
TYPE:TRAILER
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MOBILECATTLE SLAUGHTER UNIT-ON WHEELS
M-SH-CATTLE-OW40
TYPE: TRAILER

Transferring & De-hiding

Stunning & BleedingWhite & red offal 

removal and 

Carcass Splitting

Carcass 

Quartering

WeightingTechnical Room
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×ôPlug-n-playõ

×Theunitiscombinedwitha trailer chassisthat justneedsto be connectedto a truckfor

transportation.

×A self-containedslaughterunitfor sheepwitha slaughtercapacityup to 10-15 per hour.

×No constructionfromgroundðself-sufficiencyby an integratedtechnicalequipmentroom.

×Suitablefor daily useat any location,i.e. thebackyardof a farm.

×Preventionof contaminationand food safetyrisksin a safeenvironmentby complyingto explicit

sanitarystandards.

MOBILESHEEP&GOAT SLAUGHTER UNIT-ON WHEELS
M-SH-SHEEP-OW100
TYPE: TRAILER



UnitEquipment

×Trailer Chassis

×Steel Frame Construction

×Insulated Panel Covering

×Floor Covering and Drainage (SS) 

×Stunning/Halal slaughter Box (SS)

×Bleeding Area & Processing Area rail  systems 

(SS)

×Bleeding Hooks (SS)

×Processing Hooks (SS)

×De-Hiding Machine (SS)

×Overhead Carcass Weighting (SS)

×Waste Chute (SS)

×Washbasin & Knife Sterilizers (SS)

×LED Lighting

×Generator 

×Blood Collection Tank (SS)

×Waste Water Collection Tank (SS)

×Clean Water Storage Tank (SS)

×Water Heater

×Fully installed piping (SS)

×Fully installed electrical cabling

×Cleaning System (Combination Unit ðWater, 

Chemicals, Disinfectant)

×Hydraulic Control System for Constructions and 

equipment

×Electrical Control Panel with PLC control

Optional:

×EFACuttingTools
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×Dimensions: W:2550, L:13600, H:3800 mm

×InstalledPower: 30 Kw

×Electricity: 380/ 400 V,50 Hz

×CleanWater Inlet: DN20

×WasteWater outlet: DN50

×BloodOutlet: DN20

Technical Data

(SS:AISI 304 Stainless Steel) 

MOBILESHEEP&GOAT SLAUGHTER UNIT-ON WHEELS
M-SH-SHEEP-OW100
TYPE: TRAILER
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MOBILESHEEP&GOAT SLAUGHTER UNIT-ON WHEELS
M-SH-SHEEP-OW100
TYPE: TRAILER

Stunning/Halal 

Slaugtering & 

Bleeding

Evisceration

Transferring & De-hidingWeightingTechnical Room
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×ôPlug-n-playõ

×Theunitiscombinedwitha trailer chassisthat justneedsto be connectedto a truckfor

transportation.

×A self-containedslaughterunitfor pigswitha slaughtercapacityup to 10-12 per hour.

×No constructionfromgroundðself-sufficiencyby an integratedtechnicalequipmentroom.

×Suitablefor daily useat any location,i.e. thebackyardof a farm.

×Preventionof contaminationand food safetyrisksin a safeenvironmentby complyingto explicit

sanitarystandards.

MOBILE PIG SLAUGHTER UNIT-ON WHEELS
M-SH-PIG-OW80
TYPE: TRAILER



UnitEquipment

×Trailer Chassis

×Steel Frame Construction

×Insulated Panel Covering

×Floor Covering and Drainage (SS) 

×Stunning Box (SS)

×Bleeding Area & Processing Area rail  systems 

(SS)

×Bleeding Hooks (SS)

×Processing Hooks (SS)

×Scalding Dehairing Machine (SS)

×Overhead Carcass Weighting (SS)

×Waste Chute (SS)

×Washbasin & Knife Sterilizers (SS)

×LED Lighting

×Generator 

×Blood Collection Tank (SS)

×Waste Water Collection Tank (SS)

×Clean Water Storage Tank (SS)

×Water Heater

×Fully installed piping (SS)

×Fully installed electrical cabling

×Cleaning System (Combination Unit ðWater, 

Chemicals, Disinfectant)

×Hydraulic Control System for Constructions and 

equipment

×Electrical Control Panel with PLC control

Optional:

×EFACuttingToolsOptional
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×Dimensions: W:2550, L:13600, H:3800 mm

×InstalledPower: 45 Kw

×Electricity: 380/ 400 V,50 Hz

×CleanWater Inlet: DN20

×WasteWater outlet: DN50

×BloodOutlet: DN20

Technical Data

(SS:AISI 304 Stainless Steel) 

MOBILE PIG SLAUGHTER UNIT-ON WHEELS
M-SH-PIG-OW80
TYPE: TRAILER
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Scalding & Dehairing

Stunning & Bleeding

WeightingTechnical Room

MOBILE PIGSLAUGHTER UNIT-ON WHEELS
M-SH-PIG-OW80
TYPE:TRAILER

Evisceration
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×ôPlug-n-playõ

×Theunitiscombinedwitha trailer chassisthat justneedsto be connectedto a truckfor

transportation.

×A self-containedslaughterunitfor chickenwitha slaughtercapacityup to 80-100 per hour.

×No constructionfromgroundðself-sufficiencyby an integratedtechnicalequipmentroom.

×Suitablefor daily useat any location,i.e. thebackyardof a farm.

×Preventionof contaminationand food safetyrisksin a safeenvironmentby complyingto explicit

sanitarystandards.

MOBILE POULTRY SLAUGHTER UNIT-ON WHEELS
M-SH-POULTRY-OW800
TYPE: TRAILER



UnitEquipment

×Trailer Chassis

×Steel Frame Construction

×Insulated Panel Covering

×Floor Covering and Drainage (SS) 

×Stunning & slaughter Table Box (SS)

×Scalding Machine (SS)

×Plucking Machine (SS)

×Waste Chute (SS)

×Washbasin & Knife Sterilizers (SS)

×Evisceration Rail

×Evisceration Tables(SS)

×Pre-cooling Cold room

×Chicken Carcass Hanged Trolley(SS)

×LED Lighting

×Generator 

×Waste Water Collection Tank (SS)

×Clean Water Storage Tank (SS)

×Water Heater

×Fully installed piping (SS)

×Fully installed electrical cabling

×Cleaning System (Combination Unit ðWater, 

Chemicals, Disinfectant)

×Hydraulic Control System for Constructions and 

equipment

×Electrical Control Panel with PLC control

Optional:

×CuttingToolsOptional
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×Dimensions: W:2550, L:13600, H:3800 mm

×InstalledPower: 55 Kw

×Electricity: 380/ 400 V,50 Hz

×CleanWater Inlet: DN20

×WasteWater outlet: DN50

×BloodOutlet: DN20

Technical Data

(SS:AISI 304 Stainless Steel) 

MOBILEPOULTRY SLAUGHTER UNIT-ON WHEELS
M-SH-POULTRY-OW800
TYPE: TRAILER
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Evisceration

Stunning & Bleeding

Scalding & PluckingPre-Cooling RoomTechnical Room

MOBILE POULTRY SLAUGHTER UNIT-ON WHEELS
M-SH-POULTRY-OW800
TYPE: TRAILER



MOBILECATTLESLAUGHTERING UNIT
M-SH-CATTLE-FX80
TYPE: MODULAR

×A completeslaughterunit with practical
power and water connectionthat meetsall
requirements by saving the user from
construction-related issues.

×Readyfor use.

×TransportOption 1: Transportedas one
piece on a 3-Axles extensible low-bed
trailer onhighways.

×Configured to meet a daily or weekly
averageslaughterof cattle.

×Capacity reaches up to 10-12 cattle/hour.

×TransportOption2: Dismantledshipmenton
2 containersand installationon-site.

Technical Data

×Dimensions: W:3200, L:13200, H:5600

mm(H:3200 mmwhenclosed)

×Installed Power: 8 kW (can varies

accordingto theoptionaleq.)

×ElectricityInfo: 380/ 400 V, 50 Hz

×Water Requirement:é L/min., 4 Bar

×Air Requirement: 300 L/min., 8 Bar (may

vary accordingto theoptionaleq.)
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UnitEquipment

×Double deckslaughterconstruction

×Sandwichpanel covering

×Floorcoveringand stainless-steeldrainage

×Cattle Stunning/ FixingBox

×Bleedingarea monorail

×Bleedingcrane

×Monorailbleedinghooks

×Legopeningplatform (SS)

×Transferringplatform (SS)

×Transferringhoist

×Processingarea stainlesssteeltwin rail

×Bi-rail processinghooks(SS)

×Pre-dehidingplatform (SS)

×De-hidingmachine

×Eviscerationplatform and chute(SS)

×Pneumaticcarcasssplittingplatform (SS)

×Electronic carcassscale(SS)

×Quartercarcasshoist(SS)

×Washbasin& KnifeSterilizers(SS)

×Lighting

×Interiormechanical, electricaland air

installations

×Hose reel for cleaning

Optional:

×EFA Cutting Tools

16

MOBILECATTLESLAUGHTER UNIT
M-SH-CATTLE-FX80
TYPE: MODULAR

(SS:AISI 304 StainlessSteel) 
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MOBILE CATTLESLAUGHTERING UNIT
M-SH-CATTLE-FX80
TYPE: MODULAR



MOBILESHEEP SLAUGHTER UNIT 
WITH COLDROOM
M-SH-SHEEP-T1
TYPE:CONTAINERIZED

×Suitable for small/medium-sized agricultural 
businesses such as farms and breeders that 
want to valorise their own local product.

×A slaughter capacity is up to 8 sheep/hour.

×Thecoolingroomcapacityis9 sheep.

×Containerizedsystemsare ready for use
and saveinstallationcostsand time.

×No requirement for building permit,
authorizationsor structuralwork.

×Management is easier because of the
compactdesignof thesystem.

×Completecontainerized systemwith cooling
unit in 40" HC container, ready for use
withoutany needfor installation.

Technical Data

×Dimensions: W:2440, L:12190, H:2900 mm

×InstalledPower: é kW

×ElectricityInfo: 380 / 400 V, 50 Hz

×Water Requirement: ..lt/ animal., 4 Bar
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Unit Equipment

×40" HC Container

×Rotating Box &Dehider Machine

×slaughter area sandwich panel covering

×Bi-rails (SS)

×SStread plate floor covering

×Sheep processing hooks (SS)

×Electronic carcass scale (SS)

×Washbasin and knife sterilizers (SS)

×Working table with pan (SS)

×Tripe chute (SS)

×Coldroom sandwich panel covering

×Coldroom floor panel covering with 

plywood

×Cooling unit

×Hinged coldroom door 

×Carcass exit door

×Lighting

×Interior mechanical, electrical installations
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MOBILESHEEP SLAUGHTER UNIT 
WITH COLDROOM
M-SH-SHEEP-T1
TYPE: CONTAINERIZED

(SS:AISI 304 Stainless Steel) 

OptionalEquipment

×AmbianceCooling; EFATools



×Suitable for small-medium-sized agricultural 
businesses such as farms and  breeders that 
want to valorise their own local product.

×slaughter capacity is up to 12-15 sheep/
hour.

×Containerized systems are ready for use 
and save installation costs and time.

×No requirement for any building permit, 
authorizations or structural work.

×Management is easier because of the 
compact design of the system.

×A complete containerised system in 40" HC 
container, ready for use without any need for 
installation.

Technical Data

×Dimensions: W:2440, L:12190, H:2900 mm

×InstalledPower: .. kW

×ElectricityInfo: 380 / 400 V, 50 Hz

×Water Requirement: ..lt/ animal, 4 Bar
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MOBILESHEEP SLAUGHTER UNIT 
M-SH-SHEEP-T2
TYPE:CONTAINERIZED



UnitEquipment

×40" HC Container

×Rotating Box &Dehider Machine

×Sandwich panel covering

×Bi-rails (SS)

×Aluminium tread plate floor covering

×Sheep processing hooks (SS)

×Electronic carcass scale (SS)

×Washbasin and knife sterilizers (SS)

×Working table with pan (SS)

×Tripe chute (SS)

×Lighting

×Hose reel for cleaning

×Interior mechanical, electrical installations

OptionalEquipment

×AmbianceCooling; EFATools
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MOBILESHEEP SLAUGHTER UNIT 
M-SH-SHEEP-T2
TYPE:CONTAINERIZED

(SS:AISI 304 Stainless Steel) 



MOBILEPOULTRY SLAUGHTER UNIT
M-SH-POULTRY-T1
TYPE: CONTAINERIZED

×These ready-for-use modular slaughter
unitscan be installed quickly and easily,
evenin smallspaces.

×Themodularslaughterand processingunit
is the bestsolutionfor smallto mediumsize
agricultural businesseswilling to invest in
theslaughterprocess.

×No requirementsfor any building permit,
authorizationsor structuralwork.

×The poultry slaughtercan be processed
throughoutall stageswitheasein thisunit.

×The modular slaughter unit for poultry
guarantees maximum efficiency with a
limitedfinancialinvestment.

Technical Data

×Capacity: 80-100 BPH

×Dimensions: W:2440, L:12190, H:2900 mm

×InstalledPower: 26 kW

×ElectricityInfo: 380 V/ 400V 50Hz

×Water Requirement:é lt / PcsPoultry

×Air Requirement: 6-8 Bar,
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UnitEquipment

×40" HC Container

×Sandwich panel covering

×SStread plate floor covering

×Killing funnel (SS)

×Scalding

×Drum Plucker(SS)

×Evisceration stand (SS)

×Carcass transport trolley (for air chilling)

×Chilling system

×Cold-room door

×Lighting

×Electric control panel

×Washbasin and Knife sterilizers (SS)

×Interior mechanical, electrical installation

×Hose reel for cleaning

OptionalEquipment

×AmbianceCoolingfor process
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MOBILEPOULTRY SLAUGHTER UNIT
M-SH-POULTRY-T1
TYPE:CONTAINERIZED

(SS:AISI 304 Stainless Steel) 



MOBILE CARCASS COLDROOM UNIT
M-CCR-T1
TYPE:CONTAINERIZED

×Suitable for small-medium-sized agricultural 
businesses such as farms and  breeders that 
want to valorise their own local product.

×Coldroom capacity is up to 2000 kg. (~65-
75 sheep or ~7-8 cattle)

×Containerized systems are ready to be used, 
save installation costs and time.

×They do not require any building permit, 

authorizations or structural work.

×Management is easier because of the 
compact design of the system.

×Complete containerised system with cooling 
unit in 40" HC container, ready for use without 
any need for installation.

Technical Data

×Dimensions: W:2440, L:12190, H:2900 mm

×InstalledPower: é kW

×ElectricityInfo: 380 / 400 V, 50 Hz
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UnitEquipment

×40" HC Container

×Supporting column and beams

×Sandwich panel covering

×Floor panel cover with plywood

×Cooling unit

×Bi- rails (SS)

×Sheepor cattle storagehooks (SS)

×Insulated cold-room door

×Lighting

×Interior mechanical, electrical installations
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MOBILE CARCASS COLDROOM UNIT
M-CCR-T1
TYPE:CONTAINERIZED



MOBILE CARCASS CUTTING/DEBONING UNIT
M-CUTTING-T1
TYPE:CONTAINERIZED

×Suitable for small-medium-sized 
agricultural businesses such as farms and  
breeders that want to valorise their own 
local product.

×The capacity is approx. 2 cattle carcass 
or 10-12 sheep carcass per hour.

×Containerized systems are ready for use 
and save installation costs and time.

×No requirement for any buildingpermit, 
authorizations or structural work.

×Complete containerised system with 
cooling unit in 40" HC container, ready for 
use without any need for installation.

Technical Data

×Dimensions: W:2440, L:12190, H:2900 mm

×InstalledPower: é kW

×ElectricityInfo: 380 / 400 V, 50 Hz

×Water Requirement: .. Lt/min., 4 Bar
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UnitEquipment

×40" HC Container

×Supporting column and beams

×Sandwich panel covering

×Bi- rails (SS)

×Tread plate floor covering(SS)

×Cutting Tables (SS)

×Electronic carcass scale (SS)

×Washbasin and knife sterilizers (SS)

×Lighting

×Interior mechanical, electrical installations

OptionalEquipment

×Trolley, band saws

×weighting, vacuum, tray sealer etc.
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MOBILE CARCASS CUTTING/DEBONING UNIT
M-CUTTING-T1
TYPE:CONTAINERIZED



MOBILE OFFAL PROCESSING UNIT
M-OFFAL-T1 & T2   (T1:CATTLE T2:SHEEP)
TYPE:CONTAINERIZED

×Suitable for small-medium-sized agricultural 
businesses such as farm and  breeders that 
want to valorise their own local product.

×They are quickly implemented with low 
investment cost and high margin profit.

×Complete containerised system with cooling 
unit in 40" HC container, ready for use 
without any need for installation.

Technical Data

×Dimensions: W:2440, L:12190, H:2900 mm

×Installed Power: 5 kW (without cleaning

machines)

×ElectricityInfo: 380 / 400 V, 50 Hz

×Water Requirement:é lt/min., 4 Bar
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UnitEquipment

×40" HC Container

×Sandwich panel covering

×SStread plate floor covering

×Tripe Intestine separation and washing 

table (SS)

×Hose reel for cleaning

×Tripe tipper crane

×Offal hanger (SS)

×Washbasin and knife sterilizers (SS)

×Working table (SS)

×Lighting

×door

×Interior mechanical, electrical installations

OptionalEquipment
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×Tripe cleaning & Refiner, Head & Leg

×Dehairing, Nail remover etc.

MOBILE OFFAL CLEANING UNIT
M-OFFAL-T1 & T2   (T1:CATTLE T2:SHEEP)
TYPE:CONTAINERIZED
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MOBILE PACKAGING UNIT
M-PACKAGING-T1 & P1   (T1:MEAT P1:POULTRY)
TYPE:CONTAINERIZED

×40" HC Container

×Sandwich panel covering

×SStread plate floor covering

×knife sterilizers (SS)

×Working table (SS)

×Lighting

×door

×Interior mechanical, electrical installations

OptionalEquipment

×Vacuum machines, tray sealer machines

×Table product weighting unit etc.
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MOBILE CORRIDOR UNIT
M-CORRIDOR-T1 & T2   (T1:WITH RAIL T2:W.OUT RAIL)
TYPE:CONTAINERIZED

×40" HC Container

×Sandwich panel covering

×SStread plate floor covering

×Lighting

×Door

×Interior mechanical, electrical installations



MOBILECOLDROOMUNITS
TYPE: CONTAINERIZED

×Cantek containerizedcold storage unit
are movable units complying with
international standards for truck
transportation.

× It is a completecontainerisedsystemwith
coolingunit in 40" HCcontainer,ready for
usewithoutany needfor installation.

×You can store any kind of productsthat
needto be kept in a cooledenvironmenton
shelves(madeby Cantek), palletsor boxes.

×Thecold room is spacious and easy to
keepclean.
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UnitEquipment

×40" HC Container

×Sandwich panel covering

×Floor panel cover with plywood

×Cooling unit

×Insulated cold-room door

×Electric control panel

×Lighting

×Interior mechanical, electrical installations
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MOBILECOLDROOMUNIT
M-CR-40FT
TYPE:CONTAINERIZED

FRESH STORAGE (0°C+4°C) 



UnitEquipment

×40" HC Container

×Sandwich panel covering

×Floor panel cover with plywood

×Cooling unit

×Insulated cold-room door

×Electric control panel

×Lighting

×Interior mechanical, electrical installations
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MOBILECOLDROOMUNIT
M-DR-40FT
TYPE:CONTAINERIZED

FROZEN STORAGE (-18°C) 



UnitEquipment

×40" HC Container

×Sandwich panel covering

×Floor panel cover with plywood

×Cooling unit

×Insulated cold-room door

×Electric control panel

×Lighting

×Interior mechanical, electrical installations
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MOBILECOLDROOMUNIT
M-BF-40FT
TYPE: CONTAINERIZED

BLAST FREEZER (-35°C) 



COMBINED MOBILE SOLUTIONS
Createyourcustomizedplantð

unique| ultra-efficient| unparalleled
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1:  Mobile slaughter Unit

2:  Mobile Carcass Cold room Unit

3:  Mobile Offal ProcessingUnit

4:  Mobile Carcass Cutting/ DeboningUnit

5:  Mobile  Dressing Unit

By combiningthe slaughterunitswith complementaryunitsfor different purposes,i.e. carcass
coldroom,offal cleaning,deboning,and dressingunits,

you are capable to combineyour mobileunitsolutionthat equalsthe standardsof a modern
slaughterhousewithoutany additionalbuildingstructure!



COMBINED MOBILE SOLUTIONS

EXAMPLE COMBINATION FOR CATTLE 
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EXAMPLE COMBINATION FOR SHEEP

1:  Mobile Cattle slaughter Unit

2:  Mobile Carcass Cold room Unit

3:  Mobile Offal ProcessingUnit

4:  Mobile Carcass Cutting/ DeboningUnit

5:  Mobile  Dressing Unit

1:  MobileSheep slaughter Unit

2:  Mobile Carcass Cold room Unit

3:  Mobile Offal  ProcessingUnit

4:  Mobile Carcass Cutting/ DeboningUnit

5:  Mobile  Dressing Unit

×Our mobile systemscan be used individually or combineddependingon the customer-
specificrequirements.

×Additionally,it is possibleto link theseunitswith existingbuildings, i.e. to expand the plant
space+ operationareasand/or increaseslaughtercapacity.

×Theunitquantitiesdependonthecustomerrequirements.



COMBINED MOBILE SOLUTIONS
REFERENCE PROJECT
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A COMPLETE COMBINED POULTRY MODULAR PROCESSING PLANT PROJECT

1600 CHICKEN/DAY | 5 UNITS

LOCATION:AZERBAIJAN

POULTRY SLAUGHTERING UNIT-1 INCL. CHILLING AREA 

COLDROOM UNIT/FRESH STORAGE

PACKAGING UNIT

CUT-UP UNIT

POULTRY SLAUGHTERING UNIT-2 INCL. CHILLING AREA


